Solarban® 70XL (2) glass reduces
fabric-fading UV energy 90% more
effectively than standard clear

insulating glass.
e Helps protect interior furnishings, 6%
fabrics and carpets from fading =
Warmer In Winter
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The winter nighttime U-Value
(insulating value) of Solarban® 70XL (2)

.45 (Argon) glass is as much as 47% better than .24 (Argon)

.48 (Air) standard clear insulating glass. .29 (Air)
~ e Lower U-values mean higher :
Hey ” performance 17‘:1’

e Reduces furnace heat loss

* Helps reduce heating energy costs

Note: All comparisons are based on windows containing 3/4" insulating units; two 1/6" (3mm) glass lites and a 1/2" (12mm) air- or argon-filled space for the standard clear insulating glass and the Sofarban® 0XL insulating
glass. Actual glass performance may differ slightly due to glass thickness, gas fill and glass ta frame ratio.

Solar Heat Gain Coefficient (SHGC) represents the solar heat gain through the glass relative to the incident solar radiation. It is equal to 86% of the shading coefficient.
Figures may vary due to manufacturing tolerances. All tabulated data are based on the National Fenestration Rating Council (NFRC) methodology, using the Lawrence Berkeley National Laboratory's Window 5.2 software.
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